NEW FIRE PROTECTION WATER WELL W/ MIN. 500 GPM CAPACITY @ 70 PSI W/ SOFT START VARIABLE SPEED PANEL & WATERTIGHT CAP

1. CONTRACTOR SHALL PROTECT ALL PROPERTY PINS. PROPERTY PINS DESTROYED OR DISTURBED SHALL BE REPLACED AT CONTRACTOR'S EXPENSE.
2. CONTRACTOR SHALL MAINTAIN TEMPORARY EROSION CONTROL UNTIL PERMANENT EROSION CONTROL IS ESTABLISHED.
3. IF THE LAND BOUNDARY DENOTED ON THE PLANS ENCOMPASSES ONE (1) ACRE OR MORE, A GENERAL PERMIT FOR THE AUTHORIZATION TO DISCHARGE STORM WATER ASSOCIATED WITH CONSTRUCTION ACTIVITY UNDER NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM/STATE DISPOSAL SYSTEM (NPDES/SDS) PERMIT SHALL BE ACQUIRED BY THE CONTRACTOR AND OWNER FROM MINNESOTA POLLUTION CONTROL AGENCY (MPCA) A MINIMUM OF SEVEN (7) DAYS PRIOR TO CONSTRUCTION.
4. ALL GRASSED AREAS DISTURBED BY CONSTRUCTION SHALL BE TOPSOILED (6" DEPTH), GRADED, SEEDED, AND HYDRO-MULCHED.

PLAN NOTES:

SYMBOL LEGEND:

NOTE:

THIS BEARING AREA BASED ON PIPE DIA. OPPOSITE THRUST BLOCK BEDDING SAND 1/2" PLYWOOD CONCRETE BLOCK (4" x 6" x 12")

BECKER COUNTY MATERIAL RECOVERY BUILDING ADDITION 24413 CO RO 144 DETROIT LAKES, MN

FIRE PROTECTION WELL PLAN

C1.0